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Abstract Physiological vital signs acquired during trau-
matic events are informative on the dynamics of the trauma and
their relationship with other features such as sample-specific
covariates. Non-time dependent covariates may introduce extra
challenges in the Gaussian Process (GP) regression, as their
main predictors are functions of time. In this regard, the paper
introduces the use of Orthogonalized Gnanadesikan-Kettering
covariates for handling such predictors within the Gaussian
process regression framework. Spectral Bayesian GP regres-
sion is usually based on symmetric spectral frequencies and
this may be too restrictive in some applications, especially
physiological vital signs modeling. This paper builds on a
fast non-standard variational Bayes method using a modified
Van der Waerden sparse spectral approximation that allows
uncertainty in covariance function hyperparameters to be
handled in a standard way. This allows easy extension of
Bayesian methods to complex models where non-time depen-
dent predictors are available and the relationship between the
smoothness of trend and covariates is of interest. The utility
of the methods is illustrated using both simulations and real
traumatic systolic blood pressure time series data.

Keywords Gaussian Process Regression, Variational Bayes,
Traumatic Events, Orthogonalized Gnanadesikan-Kettering
Covariates, Systolic Blood Pressure, Smoothness Parameter

1 Introduction

It is relatively easy to monitor health nowadays using proto-
type medical devices powered by the natural relationship ex-
isting between health conditions and physiological vital signs.
Physiological vital signs acquired during traumatic events can
be insightful on the dynamics of trauma and its relationship
with sample-specific covariates in a given population. Timely
and accurate detection of subtle changes in these vital signs
is an essential element in the recognition and development of
pragmatic interventions for handling traumatic events.
Traumatic injury is one of the major public health problems
with either a long-term disability or death as its effect [1, 2].
Its implications can be serious for the individual who experi-
ences the trauma, the family, and the nation at large. For exam-
ple, the outcome of trauma may cause systemic shock called
”shock trauma”, and may need correcting physiological disor-
ders and interventions to save a life. Thus, knowledge of the
traumatic injury trend in the population is of much interest in
some applications, for example, decision making in national
policies (on safety planning).
There exist several mechanisms, through which resulting in
an individual obtaining penetrating, blunt, and burn forms of
trauma. Some of these mechanisms include motor vehicle col-
lision, falls, sports, homicide, suicide, assault, bites, animal at-
tacks, natural disasters, and other physical injuries which can
occur at home, on the street, or while at work.
Comprehensive surveillance systems, are required to assist in
understanding effectively the burden of both injury and acute
medical presentations. Such surveillance systems are not fully
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functional in some developing countries to allow researchers
and policymakers to benefit from traumatic trends over time.
Statistical methods provide an appealing alternative way for
monitoring the health of a locality or community via model-
ing and a range of approaches have been proposed in the lit-
erature. [3] developed an approach for modeling multivariate
vital signs of patients who underwent upper-gastrointestinal
surgery for detecting deterioration in physiology within the
similarity-based framework. Vital signs data is segmented into
normal and abnormal groups based on admission information
with their densities estimated separately using kernel density
estimation. However, a novelty threshold is established using
the normal density based on the empirical rule. The inference
is then based on the threshold with abnormal events flagged
with novelty scores above the established normal data thresh-
old. [4] proposed kernel density approach based on Parzen
Windows modeling technique [5] with automatic alert thresh-
olds for modeling both univariate and multivariate vital signs
of chronic obstructive pulmonary patients in order to prioritize
them for clinical review. The univariate approach sets thresh-
olds using the appropriate percentile of the cumulative distri-
bution function of each vital sign. Although these methods are
appealing, they have some drawbacks. They are all population-
based and patient-centered; they require knowledge of the nor-
mal model which is too restrictive in the case of small data size,
and the smoothing parameter estimation method is not robust.
In addition, it does not allow easy incorporation of covariates.

Gaussian process regression presents a flexible alternative ap-
proach with the potential to handle the above limitations in a
principled manner. A Gaussian process is a natural general-
ization of multivariate Gaussian random vectors to infinite di-
mensions. They have been utilized for various modeling tasks
involving physiological data [6]. [7] developed an automated
Bayesian Gaussian process approach for detecting deteriora-
tion in univariate vital signs. The approach exhibited improved
performance in terms of a false alert rate of about 23% lower
than the existing Parzen window KDE approach. To take into
account the possible correlations between multiple health indi-
cators, [8] proposed multi-task Gaussian process models for
biomedical applications for monitoring multiple vital signs
jointly. Though the above methods are attractive, no covariate
information is incorporated into the model. Nevertheless, the
health of an individual is influenced by several factors includ-
ing environmental, economic, social, and biological. It seems
only the biological factors such as the vital signs are modeled.
These factors interact and have complex knock-on effects. Fur-
thermore, although Gaussian process models are flexible and
have many advantages, non-time dependent covariates espe-
cially those which yield design matrices present another chal-
lenge that has received little attention in the Gaussian process
regression literature. It is also unlikely to rule out the possi-
bility of outlying covariates amongst the available non-time
dependent covariates, thus compounding their inclusion in the
model specification. This may add up to the well-known limita-
tions of unfavorable scaling of O(n3), and O(n2), respectively,
for computation and memory requirements, limiting its practi-
cal implementation for problems with at most a few thousand
training samples.

Though, there exist appealing approaches for example sparse
spectral approximations to Gaussian processes (see e.g. [9, 10])
in the literature which addresses the above computational and
storage issues, the assumption of symmetry in such models is
too restrictive for some applications. This paper introduces a
simple approach for handling non-time dependent covariates
in terms of Orthogonalized Gnanadesikan-Kettering (OGK)
statistics with automatic outlying covariate control within the
Gaussian process regression framework. Also, it explores the
use of modified Van der Waerden sparse spectral approxima-
tion for treating random covariance which handles symmetry
assumption that allows building on fast non-standard varia-
tional Bayes methods for modeling traumatic systolic blood
pressure. Randomizing the covariance function of the Gaussian
process, coupled with robust covariate information allows un-
certainty in covariance function hyperparameters to be treated
in a structured way within the Bayesian framework for easy
extension of Bayesian methods to complex Gaussian process
models for systolic blood pressure obtained during traumatic
events, where the relationship between the smoothness of trend
and covariate information is of interest.
The rest of the paper is structured as follows. In Section 2, the
traumatic systolic blood pressure model is formally proposed
and robust covariate information in terms of OGK statistics is
introduced in brief with its application in the Gaussian process
model outlined. Section 3 discusses Bayesian sparse spectral
approximation to Gaussian processes based on modified Van
der Waerden scores. Section 4 outlines the Variational inferen-
tial method for Gaussian process models. Posterior inference
using hybrid MCMC methods is discussed in Section 5. Sec-
tion 6 outlines the performance assessment measures and im-
plementation directions considered for the developed methods.
Application of the methods using simulation and real dataset
are presented in Section 7. Results and discussion are presented
in Section 8 and Section 9 concludes.

2 Traumatic systolic blood pressure
model

Let (t, y), y = (y1, y2, . . . , yn), t = (t1, . . . , tn), denotes sys-
tolic blood pressure data associated with time t from trauma
patients . Let ω = (ω1, ω2, . . . , ωn)

′
, ωi = (ωi1, . . . , ωip), i =

1 . . . , n be non-time dependent trauma specific covariates. As-
sume further that y is functionally (nonlinearly) related to t
and linearly dependent on ω. We assume the data generative
process follow the Bayesian Gaussian process model

y = S(t) + ϵ, (1)

S(t) ∼ GP
(
m(t), C

(
t, t′, σs, λ

))
,

where S(t) follows a Gaussian process [6] with mean func-
tion, m(t), and covariance function, C(t, t′, σs, λ), and ϵ rep-
resents a homoscedastic Gaussian random error process, ϵ ∼
N
(
0, σ2

ϵ In
)
. Setting m(t) to zero for simplicity, we further



564
Traumatic Systolic Blood Pressure Modeling: A Spectral Gaussian Process Regression Approach with Robust Sample

Covariates

model C
(
t, t′, σs, λ

)
using

C
(
r, σs, λ

)
= σ2

s exp
(
−(λr)2

)
, r = |t− t′|. (2)

Further, we model the smoothness of trend using an auxiliary
variable β

λ ∼ N
(
ω̃

′
β, σ2

λ

)
, ω̃ =

(
ω̃1, . . . , ω̃p

)
. (3)

The remaining hyperparameter models are as follows.

β ∼ N
(
µβ0,Σβ0

)
, σ2

λ ∼ IG
(
a0λ, b

0
λ

)
,

σ2
ϵ ∼ IG

(
b0ϵ
2
,
b0ϵ
vϵ

)
, σ2

s ∼ IG
(
b0s
2
,
b0s
vs

)
,

vϵ ∼ IG
(
1

2
,
1

A2
ϵ

)
, vs ∼ IG

(
1

2
,
1

A2
s

)
.

where a0λ, b
0
λ, µβ0,Σβ0, Aϵ, As are known and IG(α, γ) rep-

resents an inverse gamma probability model with shape and
scale parameters α and γ respectively. The designed covariate
vector, ω̃, denotes a robust covariate termed Orthogonalized
Gnanadesikan-Ketterning (OGK) statistics [11]. It is obtained
by applying (4) to the columns of ω. In particular, for the j
column, ω̃j , is computed as

ω̃j =

n∑
l=1

ωljD(zlj)

n∑
l=1

D(zlj)
, j = 1, . . . , p (4)

where zlj =
ωlj−µ̃j

σ̃j
, D(zlj) =

[
1 −

S2(zlj , η1)
]2

I(|zlj |≤η1), S(zlj , η1) =
zlj
η1

, η1 = 4.5, and
µ̃j and σ̃j are the median and mean absolute deviation (MAD)
of ωj [12]. Note that ω̃ yields a robust estimate of the center
of the distribution of covariates. This, ensures automated
control of outliers in the covariate space. Also, the use of
OGK covariates allows data reduction at the covariate level,
with the potential for computational savings of developed
inferential methods. Notice that the hierarchical model for λ,
model (3), has the potential to ensure better learning of the
smoothness of trend via β, though, the estimation accuracy of
β can be sacrificed. However, the sacrifice here is not much of
a problem since interest is centered on λ.

3 Bayesian spectral view of GP models

Consider a GP model, f(t) ∼ GP
(
0, τ(t, t′)

)
, with τ(t, t

′
) =

|t − t
′ |. Let k(s) denotes the spectral density of τ(t, t

′
), if it

exists. Then, the following expressions are true.
τ(δt) =

∫
k(s)

[
cos

(
2πδts

)
+ i sin

(
2πδts

)]
ds (5)

k(s) =

∫
τ(δt)

[
cos

(
2πδts

)
− i sin

(
2πδts

)]
dδt (6)

where δt = |t − t
′ |, for notational simplicity. Model (6) spec-

ifies the power spectrum of the covariance function, τ(t, t
′
).

Since k(s) is obtained from the covariance function of a sta-
tionary GP , (5) and (6) are equivalent perspective of examin-
ing the associated GP . Using the fact that covariance functions
are real-valued, (5) reduces to

τ(δt) =

∫
k(s)

[
cos

(
2πδts

)]
ds

= Ek(s)

[
cos

(
2πδts

)]
. (7)

Applying (7) to (2) gives

C
(
δt, σs, λ

)
= σ2

s

∫
k(s)f(π, λ, δl, s)ds

= σ2
sEk(s) [cos(2πλδts)] , (8)

where f(π, λ, δl, s) = [cos(2πλδts) + i sin(2πλδts)] Thus,
(8) can be computed via Monte Carlo integration [13]

C
(
δt, σs, λ

)
≈ σ2

s

m

m∑
l=1

cos
(
2πλsl

(
|(t− zl)− (t

′
− zl)|

))
,

(9)

where zl ∼ Unif[0, 2π]. Comparing (9) and the Bayesian
trigonometric model (10)

Z(t) =

m∑
l=1

[
αl cos

(
2πslt∗

)
+ γl sin

(
2πslt∗

)]
, (10)

where t∗ = λ(t− zl), αl, γl ∼ N
(
0,

σ2
s

m

)
, it is easily observed

that, S(t) and Z(t) have the same mean and covariance func-
tions,

C
(
Z(t), Z(t

′
)
)
= E

[
Z(t)Z(t

′
)
]

=
σ2
s

m

m∑
l=1

cos
(
2πλsl

(
(t− zl)− (t

′
− zl)

))
.

(11)

Thus, Z(t) can serve as a tractable approximation for S(t) for
developing fast non-standard Bayesian inferential schemes.

3.1 Spectral scores for sl and zl

The spectral frequencies, sl and zl involved in (11) can be han-
dled either deterministically or randomly. We consider the de-
terministic arm and provide a novel treatment based on Van der
Waerden scores [14, 15]. The spectral domain of stationary co-
variance functions allows associated Gaussian processes (GPs)
to be approximated in a formal way. For detailed exposition on
spectral approximation and its application to GP regression,
see, for example, [16], [10] and [9].
Applying (10), we consider modified sparse spectral approxi-
mation for S(t) of the form,

S(t) ≈
m∑
l=1

[
αl cos

(
2πslt∗

)
+ γl sin

(
2πslt∗

)]
, (12)

where
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αl, γl ∼ N
(
0,

σ2
s

m

)
,

sl = G−1
(1
2

[
1 +

( l

m+ 1

)])
,

zl = F−1
(1
2

[
1 +

( l

m+ 1

)])
, l = 1, . . . ,m.

Note also that F (z) is the distribution function of a uniform
random variable on the interval [0, 1], G(s) denotes that of the
spectral density of (2), k(s) ∼ N

(
s, 0, 1

2π2

)
for λ = σ2

s = 1.

Using (12), the traumatic systolic blood pressure model (1) can
be expressed as

y = Zλa+ ϵ, (13)

where a ∼ N
(
0,

σ2
s

m I2m
)

with a vectorized as(
α1, . . . , αm, γ1, . . . , γm

)
and Zλ is an n × 2m matrix of

trigonometric basis functions

Zλ =
[
cos

(
2πslti∗

)
, sin

(
2πslti∗

)]
,

where ti∗ = λ(ti − zl), i = 1, . . . , n, l = 1. . . . ,m.
[9] applied normal quantile scores in their Gaussian process re-
gression treatment of longitudinal data. The approach adopted
here is appealing because it addresses the symmetric nature of
the normal quantile scores which may not be necessary in some
applications.

4 Variational Bayes treatment of GP
models

Suppose f(y|ϑ) defines the likelihood of a sample data, y, from
a population indexed by a parameter, ϑ. Let g(ϑ) denotes the
prior model for ϑ. Then, inference for ϑ is made via the poste-
rior distribution

f(ϑ|y) = f(y|ϑ)g(ϑ)
h(y)

, (14)

where h(y) =
∫
f(y|ϑ)g(ϑ)dϑ. The nature of h(y) completely

determines the tractability or otherwise of the resulting poste-
rior distribution. Variational Bayes methods offer a determin-
istic approach for handling analytically challenging posteriors
[17]. With this approach, f(ϑ|y) is approximated with a pro-
posal posterior say, q(ϑ). The choice of appropriate proposal
distribution is obtained by minimizing the Kullback-Leibler di-
vergence between the two distributions

KL
(
q|f

)
= Eq

[
log q(ϑ)− log f(ϑ|y)

]
. (15)

Based on (14), we can write

log h(y) = Eq

(
log

{
f(y|ϑ)g(ϑ)

q(ϑ)

})
+Eq

(
log

{
q(ϑ)

f(ϑ|y)

})
.

(16)
The Kullback-Leibler divergence satisfies the equality,

Eq

(
log

{
q(ϑ)

f(ϑ|y)

})
≥ 0,

so that

L(q) = Eq

(
log

{
f(y|ϑ)g(ϑ)

q(ϑ)

})
= Eq

(
log

{
f(ϑ|y)
q(ϑ)

})
(17)

lower bound log h(y), where Eq(·) denotes expectation with
respect to q(ϑ). From (16), minimizing (15) is equivalent to
maximizing (17). In view of this, most Variational Bayes al-
gorithms are constructed based on the maximization of L(q).
An obvious observation is that, L(q) = log h(y) for q(ϑ) =
f(ϑ|y). A good approximation results when L(q) is deemed
close to log h(y) via a tolerance. For more detailed background
on Variatonal Bayes and its adaptations, see [18, 19, 17, 20].
Now, setting ϑ =

(
λ, β, a, σ2

λ, σ
2
s , σ

2
ϵ , vϵ, vs

)
, an appropriate

variational approximation for model (1) adopted follows

q(ϑ) = q(a)q(β)q(λ)q(σ2
ϵ )q(σ

2
λ)q(σ

2
s)q(vϵ)q(vs), (18)

where

q(a) ∼ N (µq
a,Σ

q
a), q(λ) ∼ N (µq

λ, σ
q
λ
2
),

q(β) ∼ N (µq
β ,Σ

q
β), q(σ

2
ϵ ) ∼ IG(aqϵ , bqϵ),

q(σ2
λ) ∼ IG(a

q
λ, b

q
λ), q(σ

2
s) ∼ IG(aqs, bqs),

q(vϵ) ∼ IG(aqvϵ , b
q
vϵ), q(vs) ∼ IG(a

q
vs , b

q
vs).

Let ξ1 =
(
µq
a, µ

q
λ, µ

q
β , a

q
ϵ , b

q
ϵ , a

q
λ, b

q
λ

)
and

ξ2 =
(
aqs, b

q
s, a

q
vϵ , b

q
vϵ , σ

q
λ
2
,Σq

a,Σ
q
β

)
. Let ξ be the union of ξ1

and ξ2. The lower bound can then be evaluated in closed form
and details are provided in Section C of the supplementary ma-
terial. The lower bound is then optimized with respect to the
elements of ξ, based on the iterative algorithm outlined in al-
gorithm 1.
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Algorithm 1 Variational Bayes Algorithm for model (1) (VB-
SBPM)

Initialize: bqϵ = b0ϵ , Σq
β = Ip, µq

β = ω̃, µq
λ =

σ2
ω

σ2
y

, σq
λ
2
=

b0λ
a0
λ

,

bqvs = 1
A2

s
, bqvϵ =

1
A2

ϵ
, µq

a = 0, Σa = I2m, bqλ = b0λ, tol <∞.

Set aqλ =
(2a0

λ+1)
2 , aqϵ ←

(n+bϵ)
2 , aqs =

(2m+b0s)
2 ,

aqvϵ =
(b0ϵ+1)

2 , aqvs =
(b0s+1)

2 .
Do until the change in the lower bound < tol :

• bqvs ←
b0sa

q
s

b
q
s

+ 1
A2

s
, bqvϵ ←

(b0ϵa
q
ϵ )

b
q
ϵ

+ 1
A2

ϵ

• bqs ← m
2

tr
((

µq
aµ

q
a

′
+Σq

a

))
+

(b0sa
q
vs

)

b
q
vs

• Σq
a ←

[
m

aq
s

b
q
s

I2m +
aq
ϵ

b
q
ϵ
Z∗

]−1

, µq
a ←

aq
ϵ

b
q
ϵ
Σq

a(yZ)
′

• σq
λ
2 ←

[
aq
ϵ

b
q
ϵ

{
tr
((

µq
aµ

q
a

′
+Σq

a

)
D
)
− 2y′Nµq

a

}
+

a
q
λ

b
q
λ

]−1

• µq
λ ← µq

λ+σq
λ
2
[
aq
ϵ

b
q
ϵ

{
y
′
Mµq

a − 1
2

tr
((

µq
aµ

q
a

′
+Σq

a

)
Q
)}
− a

q
λ

b
q
λ
dλ

]
• Σq

β ←
[
a
q
λ

b
q
λ
ω̃ω̃

′
+Σ−1

β0

]−1

• µq
β ← Σq

β

[(
a
q
λ

b
q
λ

)
µq
λω̃ +Σ−1

β0
µβ0

]
• bqλ ←

1
2

[(
µq
λ − ω̃

′
µq
β

)2

+ σq
λ
2 + ω̃

′
Σq

βω̃

]
+ b0λ

• bqϵ ← 1
2

{
y
′
y − 2y

′
Zµq

a + tr
(
(µq

aµ
q
a

′
+Σq

a)Z
∗
)}

+ bf

dλ = (µq
λ − ω̃

′
µq
β), bf =

(b0ϵa
q
vϵ

)

b
q
vϵ

The random matrices, Z,Z∗, Q,M,N, and D involved in
algorithm 1 are defined as follows.

Z∗ = Eq

[
Z

′

λZλ

]
, Z = Eq [Zλ] ,M =

∂Z

∂µq
λ

,

Q =
∂Z∗

∂µq
λ

, N =
∂Z

∂σq
λ
2 , D =

∂Z∗

∂σq
λ
2 .

Further, note that details on their derivations, derivatives and
computations such as expectations associated with them are
provided in Section B of the supplementary material.

5 Hybrid MCMC posterior inference

A hybrid MCMC method can simply be viewed as an advanced
MCMC method, in which two standard MCMC methods are
coupled in such a way that one is embedded within the other.
For example, when Metropolis updates are embedded within
Gibbs steps, a hybrid MCMC termed Metropolis-within-Gibbs
algorithm is obtained. A well-known MCMC method for pos-
terior inference for a parameter without a standard form for
the full posterior conditional is the Metropolis-Hasting algo-
rithm [21, 22]. However, for models build based on conjugacy,
the Gibbs sampling algorithm provides a standard method for
making a posterior inference. The Gibbs sampler performs a
block-wise update of parameters through sampling from their
posterior full conditionals. A full conditional is defined as the
posterior conditional distribution of a parameter given the rest.
For a comprehensive account on advanced MCMC methods,

see, for example, [23] and [24]. Metropolis-within-Gibbs algo-
rithms usually consider proposal distributions with fixed vari-
ances and this may not be appropriate for some models espe-
cially complex models. An alternative approach is to allow a
good proposal value to be learned as the algorithm progresses.
This leads to the so-called adaptive Metropolis-within-Gibbs
algorithm [25]. We consider Metropolis-within-Gibbs and its
adaptive variant, adaptive Metropolis-within-Gibbs for poste-
rior inference for the GPR model (1) due to the structure of
the model. In particular, some parameters do not have stan-
dard forms for the full posterior conditionals e.g., λ. For adap-
tive MCMC procedures [25], some initialization of variances
of proposal distributions is required to ensure that the sam-
pler explores the state-space very well. Poor initialization could
lead to non-convergence and poor posterior estimates [24]. The
developed algorithms are outlined in Algorithm 2 and Algo-
rithm 3. Details of the derivation of the posterior full condi-
tionals for the algorithms are given in Section D of the supple-
mentary material.

f
(
λ[∗]

)
= f

(
λ[∗]|λ[t], a[t], β[t], Z [t], σ2

ϵ
[t]
, σ2

λ
[t]
, Z∗[t], y

)
f
(
λ[t]

)
= f

(
λ[t]|λ[∗], a[t], β[t], Z [t], σ2

ϵ
[t]
, σ2

λ
[t]
, Z∗[t], y

)
b[t]ϵ = 0.5

(
y

′
y − 2y

′
Z [t+1]a[t] + a

′ [t]
Z∗[t+1]a(t)

)
+ gs,

Σ[t+1]
a =

(
σ2
ϵ
−[t+1]

Z∗[t+1] +mσ2
s
−[t+1]

I2m
)−1

µ(t+1)
a = σ2

ϵ
−[t+1]

Σ(t+1)
a

[
y

′
Z

′ [t+1]
]

Σβ =
(
σ2
λ
−[t]

ω̃ω̃
′
+Σ−1

β0

)−1

, gs = b0ϵ/v
[t+1]
ϵ

In addition, dλ,aλ and N0 denote respectively, the tuning pa-
rameter, acceptance rate, and MCMC sample size, utilized in
the MCMC algorithms.
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Algorithm 2 Metropolis-within-Gibbs(MWG)

1. Initialization:
Set t = 0, v

[0]
ϵ , v

[0]
s , σ2

ϵ
[0])

, σ2
λ
[0]
, σ2

s
[0]
, β[0], λ[0], a[0],N0.

2. Update λ[t]) as follows.
(a) Sample λ∗ ∼ N

(
λ[t], σ2

0

)
(b) Sample λ[t+1] as follows:

λ[t+1] =

{
λ∗ with probability min {log (R1), 0}

λ[t] otherwise,

where
R1 =

(
λ[t], λ[∗]

)
=

f
(
λ[∗]

)
f
(
λ[t]

)
(c) Update Z [t+1] and Z∗[t+1]

3. Gibbs steps:

v[t+1]
ϵ ∼ IG

(
0.5(b0ϵ + 1),

(
b0ϵσ

2
ϵ
−[t]

+A−2
ϵ

))
v[t+1]
s ∼ IG

(
0.5(b0s + 1),

(
b0sσ

2
s
−[t]

+A2
s
−1

))
σ2
λ
[t+1] ∼ IG

(
(a0

λ + 0.5), 0.5
(
λ[t+1] − ω

′
β[t]

)2

+ b0λ

)
σ2
s
[t+1] ∼ IG

(
(m+ 0.5b0s), (0.5m a

′ [t]
a[t] + b0sv

−[t+1]
s )

)
β[t+1] ∼ N

(
Σβ

(
σ2
λ
−[t+1]

ω̃λ[t+1] +Σ−1
β0

µβ0

)
,Σβ

)
σ2
ϵ
[t+1] ∼ IG

(
0.5(n+ b0ϵ), b

[t]
ϵ

)
a[t+1] ∼ N

(
µ[t+1]
a ,Σ[t+1]

a

)
4. If t < N0, set t = t+ 1 and return to step 2, else stop.

6 Performance assessment

In this section, we outline the performance assessment statis-
tics adopted for evaluating the performance of the proposed
methods. We focus on specific features spanning recovery of
underlying trends, ability to handle smoothness, and compu-
tational time associated with model fitting. For the assess-
ment of recovery of underlying trends, we consider scaled root
mean square error (sRMSE) and normalized mean square error
(NMSE) of fit [16] defined, respectively, as

sRMSE = A0

√√√√ 1

n∗

n∗∑
i=1

(ŷi − yi)
2
, A0 =

1

ymax − ymin

and

NMSE =

1
n∗

n∗∑
i=1

(ŷi − yi)
2

1
n∗

n∗∑
i=1

(ŷi − y)
2
,

where y, ŷ, y denote the true observation, fitted observation and
mean, respectively and n∗ is the number of observations.

Algorithm 3 Adaptive Metropolis-within-Gibbs(AMWG)

1: Set d[t+1]
λ = 1

t+1 , aλ = 0.44
2: Initialization: Initialize parameters as in algorithm 2.
3: Do step 3 of algorithm 2.
4: Update λ[t] as follows.

1. Sample λ∗ from N
(
λ[t], α

[t]
λ σ2

(λ)

[t]
)

2. Sample λ[t+1] as follows:

λ[t+1] =

{
λ∗ with probability min {log (R1), 0}
λ[t] otherwise,

where

R1 =
(
λ[t], λ[∗]

)
=

f
(
λ[∗]

)
f
(
λ[t]

)
3. Update Z [t+1] and Z∗[t+1]

5: Update the proposal distribution:

µ
[t+])
λ = µ

[t]
λ + d

[t+1]
λ

(
λ[t+1] − µ

[t]
λ

)
σ2
(λ)

[t+1]
= σ2

(λ)

[t]
+ d

[t+1]
λ

((
λ[t+1] − µ

[t]
λ

)2

− σ2
(λ)

[t]
)

log
(
α
[t+1]
λ

)
= log

(
α
[t]
λ

)
+ d

[t+1]
λ

(
min {R1, 1} − aλ

)
6: Set t = t+ 1
7: If t < N0 return to step 4, else stop.

6.1 Implementation
The proposed methods were implemented using the R statis-
tical software. All the codes were written in R and run on an
Intel (R) Core (TM) i7, 6700 processor Windows PC 3.40 GHz
workstation. The Variational Bayes algorithms used a toler-
ance of 10−5, to judge their convergence. That is they were
deemed to have converged when the relative change in the vari-
ational objective function (lower bound) is less than tolerance
in all the experimentations. However, the advanced MCMC
algorithmic initializations followed appropriate random set-
tings based on the prior distributions. The implementation of
the adaptive MCMC algorithm employed the tuning parame-
ter d(t+1)

λ = (t + 1)−1 with the default acceptance rate set as
a0 = 0.44. The posterior inference for the advanced MCMC
methods used chains of length 5000 with the burning of size
2000. Convergence assessment of the MCMC algorithms was
conducted via the examination of representative samples to en-
sure that the comparison with the corresponding Variational
Bayes algorithm is fair.

7 Application
We consider a simulation and real data examples to evaluate the
developed methods. The simulation is based on the proposed
model (1) whiles the real data example is based on a clinical
dataset from trauma patients.
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7.1 Simulation

The generation of the simulated dataset was pursed as follows.
First, we set n = 300, p = 4, β = (0.6, 0.85, 0.9, 0.75), σ2

ϵ =
σ2
s = 0.022 and σ2

λ = 0.5. Next, the functional predictor, t
was generated as a grid of equally spaced time points along
n (i.e. sequence from 1 to 300). The simulated predictor, t
was rescaled to be in the interval [−3, 3] to ensure equality
or uniformity of treatment in practice. For the non-functional
covariate information, we consider an n × p design matrix,
ωi = [ω1i, ω2i, ω3i, ω4i, ] , where ωi1 ∼ N (0.8, 0.022), ωi2 ∼
N (0.5, 0.012), ωi3 ∼ Unif[0, 1], and ωi4 ∼ N (0, 1), i =
1, . . . , n. Then, OGK covariate vector ω̃ was extracted by
applying (4) to the columns of ωi. Given ω̃ and β, λ was
generated from N (ω̃

′
β, σ2

λ). Then, S(t) was generated using

S(t) ∼ GP
(
0, C(t, t′, λ, σ2

s)
)

. Finally, y was generated from
model (1) with the above settings for parameters.

7.2 Clinical data application: Trauma dataset

We consider a real traumatic data application with a dataset
obtained from the reported traumatic events from a sample of
subjects treated at the Komfo Anokye Teaching Hospital. The
data is a matrix of size 3375 by 10 variables spanning age, gen-
der, occupation, type of trauma, site of trauma, mechanism of
injury, Temperature (Temp), Pulse rate (PP), Respiratory rate
(RR), and Systolic Blood Pressure (SBP). The systolic blood
pressure is considered as a response variable while the others
are used as covariates. The categorical covariates, namely, gen-
der, type of trauma, mechanism of trauma, site of trauma, and
occupation are categorized according to defining settings of the
real data. From initial data pre-processing, we observed that
some subjects were children. The data is restricted to adults of
age at least 20 years for this application. This resulted in a cor-
responding dataset of size 2713 by 19 considered for the real
data application. For the continuous covariates age, tempera-
ture, pulse rate, and respiratory rate, OGK statistics were ex-
tracted for use as covariates. We further observed from the pre-
liminary data analysis that the traumatic systolic blood pressure
trend in the original dataset was not useful due to the unplanned
nature of the data collection process. This is because the data
was obtained as a result of individuals who encountered some
degree of traumatic events and reported to the hospital for treat-
ment. Thus, there was no planned study to monitor a sample of
individuals from a given population for traumatic events. Due
to this observation from the preliminary analysis, the applica-
tion here considered ordered traumatic systolic blood pressure
measurements. The developed methods were fitted to a cross-
section of the dataset obtained above. In particular, data of size
500 by 19 is used. The nature of the ordered traumatic systolic
blood pressure observations is shown in Figure 5.
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Figure 1. Plot of ordered traumatic systolic blood pressure data.

8 Results and Discussion

8.1 Simulated dataset

We present the results of the application of the methods to the
simulated dataset here. Figure 2 shows the fitted trajectory un-
derlying the simulated dataset using VBSBPM, MWG, and its
adaptive variant with 50 Van der Waerden scores (m = 50),
corresponding to the fifth run. Clearly, all the methods are able
to ensure good recovery of the simulated trajectory; thus each
method produces a good fit to the simulated data. Next, we ex-
amine the fitted scaled root mean square and normalized mean
square errors in order to quantify the overall fitting perfor-
mance. Figure 3 shows, from left to right, a plot of sRMSE and
NMSE over a range of the Van der Waerden score samples (m)
for the simulated dataset using VBSBPM, MWG, and AMWG.
The VBSBPM outperforms the MWG and its adaptive variant
in both sRMSE and NMSE.
Figure 4 illustrates the computational savings of the developed
algorithms in terms of time to convergence. From left to right,
are the computational performance of VBSBPM, MWG, and
AMWG in terms of the time to convergence and the lower
bound maximization profile of the VBSBPM as the algorithm
progresses over the range of m. Clearly, the VBSBPM is faster
than the MWG and its adaptive variant (AMWG) by an order
of magnitude for m > 20 and fits the data well in fewer it-
erations. Nevertheless, the MWG records slight improvement
over its adaptive variant in terms of computational time.
Table 1 and Table 2 report the variational posterior estimates
for β and λ and their 95% Bayesian credible intervals respec-
tively. The VB algorithm (VBSBPM) yields much narrower
credible intervals than its MCMC counterparts. Also, it handles
the smoothness of trends better than the MWG and AMWG.
This is evident via the magnitude of the posterior point esti-
mates since the smaller the value of λ̂, the smoother the under-
lying trend based on the model adopted for the random covari-
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ance function.
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Figure 2. Fitted simulated trend using VBSBPM, MWG and AMWG.
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Figure 3. Simulated data. Fitting performance of VBSBPM, MWG
and AMWG. Plot of scaled root mean square error (sRMSE) against
number of spectral frequencies (m) (left). Plot of normalized mean
square error (NMSE) against number of spectral frequencies (m)
(right).
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Figure 4. Comparison of time to convergence of VBSBPM, MWG
and AMWG (left). Plot of lower bound against iterations in the Varia-
tional Bayes scheme with m = 50 (right).

Table 1. Simulated dataset. Comparison of VBSBPM, MWG and
AMWG in terms of spatial regression parameters.

Algorithm

VBSBPM MWG AMWG

β β̂VBSBPM β̂MWG β̂AMWG

β1 0.9122 0.9213 0.9120

β2 0.9154 0.9316 0.9152

β3 0.9153 0.9289 0.9274

β4 0.9203 0.9202 0.9272

λ λ̂VBSBPM λ̂MWG λ̂AMWG

1.2966 1.5713 1.6028 1.5783

Table 2. Simulated dataset. 95% Bayesian credible intervals (BCIs)
of spatial regression parameters, β and λ corresponding to Table 1.

95% BCI

β β̂VBSBPM β̂MWG β̂AMWG

β1 [0.5198, 1.2895] [0.3296, 1.5101] [0.4044, 1.4094]

β2 [0.4062, 1.4420] [0.3344, 1.5467] [0.3567, 1.4592]

β3 [0.3797, 1.4314] [0.3567, 1.4592] [0.3743, 1.4875]

β4 [0.2371, 1.4606] [0.3456, 1.5112] [0.3364, 1.5355]

λ λ̂VBSBPM λ̂MWG λ̂AMWG

[1.5698, 1.5728] [0.8220, 2.3353] [1.1233, 2.0018]
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8.2 Trauma dataset

The results and discussion on the traumatic dataset application
are presented in this subsection. Similar to Figure 4, the com-
putational efficiency of the developed algorithms is reported in
Figure 5 for the real data application. From left to right are re-
spectively the plots illustrating the lower bound maximization
profile corresponding to m = 100 and time to convergence of
the VBSBPM. Again, the variational Bayes algorithm is faster
than its MCMC counterparts by order of magnitude.
Figure 6 shows the fitted trend based on VBSBPM, MWG, and
AMWG with m = 50 and m = 100. It can be observed that
all the methods exhibit similar fitting performance and that
recovery performance increases with increased spectral sam-
ple size. This observation is important in that any one of the
methods could be applicable for inference in the future in the
case where it is difficult to monitor traumatic events and the
Bayesian Gaussian process regression model is adopted as data
generating process and trend recovery is of interest.
Figure 7 reports the overall fitting performance of the VBS-
BPM and its MCMC counterparts both in scaled root mean
square and normalized root mean square errors.
Figures 8, Figure 9, and Figure 10 show the marginal pos-
terior density functions of the spatial regression parameters
for VBSBPM and MWG. The covariates introduced in the
model are age, temperature, pulse, respiratory, gender (male,
female), type of trauma (penetrating, blunt), mechanism of
injury (fall, assault, other mechanisms), occupation (farmers,
drivers, traders, artisans, professionals, security personnel and
laborers). In general, both methods perform better in terms of
recovery of the underlying marginal posteriors. This is clearly
revealed in the plot of marginal variational posterior distribu-
tions of spatial regression coefficients. The coefficients depict
some differences in the plot and this might be due to insuffi-
cient covariate information associated with those betas.
Table 3, Table 4 and Table 5 report the estimates of spatial re-
gression parameters together with their 95% Bayesian credi-
ble intervals for VBSBPM, MWG and AMWG respectively.
The three methods produce comparable significant estimates
for all the spatial regression parameters. More importantly, the
smoothness parameter estimates are all statistically significant.
However, some evident marginal differences exist illustrating
the differing capacities of the methods in handling the smooth-
ness of the traumatic systolic blood pressure trend and its re-
lationship with available sample level covariates, with the VB-
SBPM outperforming both the MWG and AMWG in general.
Also, the AMWG handles the smoothness of the trend better
than the normal MWG. The basis for comparison here is that
the smaller the value the better the smoothness.
Interestingly, using the posterior point estimates of the spatial
regression coefficients, β’s, as the estimate of the relationship
of covariates to the smoothness of the trend, it can be observed
that the Variational Bayes approach handles the underlying re-
lationship of covariates to the smoothness of trend much better
than the MWG and its adaptive variant. Furthermore, regarding
the contribution of covariates to the smoothness of the trend,
the VBSBPM reports that the contribution from the continuous
covariates namely age, temperature, pulse rate, and respiratory

rate with corresponding estimates, β̂1, β̂2, β̂3 and β̂4 are sub-
stantial in comparison with the categorical covariates. Never-
theless, the opposite is seen in the MWG and AMWG. Condi-
tional on the continuous covariates, all the methods yield simi-
lar results in terms of the contribution of covariates to the esti-
mation of the underlying smoothness. The marginal differences
exhibited by the methods may be purely due to the fundamen-
tal differences in algorithmic construction in the corresponding
modeling frameworks (Variational Bayes and MCMC).

Clinical utility of methods

Physiological vital signs monitoring is key in modern health
monitoring worldwide due to its ability to allow the manifesta-
tion of early signs of health deterioration[26]. This has resulted
in physiological vital signs being extensively used in the iden-
tification of deterioration in health conditions in many clinical
studies [27, 7, 3]. Statistical measures that quantify the overall
features of physiological vital signs are being utilized in assess-
ing the quality and clinical properties of drugs in public health.
One of such measures is the smoothness index, widely applied
in the management and treatment of hypertension[28, 29, 30].
The smoothness index of a vital sign, for example, blood pres-
sure is defined as the ratio between the mean hourly change in
blood pressure over 24 hours, divided by the standard devia-
tion [30]. It has been established that the ability of antihyper-
tensive agents to ensure homogeneous blood pressure control
is vital in the prevention of cardiovascular morbidity and mor-
tality. Thus, antihypertensive agents are formally assessed and
differentiated based on the smoothness index by the latest hy-
pertension management standard[30, 28]. There also exists the
likelihood for the smoothness index to be highly affected by
person-specific features such as age, gender, race, activity, and
hemodynamic factors[31]. However, it seems the computation
of the smoothness index measure, as well as the assessment
of its relationship with the above factors, is achieved empiri-
cally. Thus, lacking the ability to formally quantify and cali-
brate the uncertainty associated with the statistic (smoothness
index). Treating the smoothness as a parameter and modeling
it in terms of available covariates allow a principled way of as-
sessing the uncertainty associated with it and its potential rela-
tionship with the available covariates. Also, modeling smooth-
ness in relation to covariates provides a formal way for assess-
ing key contributing covariates of the dynamics of the under-
lying trend. In this paper, an interesting observation based on
all the three inference methods is that the smoothness of trau-
matic systolic blood pressure relates to trauma-specific covari-
ates. Also, the trauma-specific covariates significantly impact
the smoothness compositely. In other words, their effect on the
systolic blood pressure observed during traumatic events is key
to the dynamics of the trend, composite in nature and mainly
through its smoothness. Generally, there exists no formal way
of monitoring traumatic events because of the challenge asso-
ciated with foreseeing the inception of traumatic events based
on a person’s features and behavior. Nevertheless, shock usu-
ally precedes traumatic events with its effect manifested in the
physiological vital signs leading to escalated readings. These
escalated readings are captured in the smoothness parameter if
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modeled as seen in our results. Thus, the smoothness is key in
the Gaussian process regression models and can be an appeal-
ing source for developing pragmatic schemes for monitoring
traumatic events. The magnitude of the smoothness parame-
ter estimate can be employed to differentiate computing co-
variates. Furthermore, the posterior mean to variance (standard
deviation) ratio from the posterior distribution of the smooth-
ness parameter can be utilized as a smoothness index as in the
case of empirical measure termed as the ”smoothness index”
used in the management and treatment of hypertension. Alter-
natively, more informed measures in terms of probabilities can
be computed based on the posterior distribution for practical
clinical assessment and monitoring. It is clearly evident that the
smoothness parameter and its relationship with covariates are
important in physiological vital signs monitoring in practice.
Also, the utility of Gaussian process regression for modeling
traumatic vital signs is evident. Note that the Gaussian process
spatial dependence parameter is directly related to the variance
of the derivative of the process, so modeling the dependence of
this quantity on covariates is helpful for capturing the way that
dynamic properties of the process depend on the covariates.
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Figure 5. Comparison of computational times of VBSBP, MWG and
AMWG over range of Van der Wearden samples (left). Plot of lower
bound attend at convergence against number of iterations for VBS-
BPM (right).
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Figure 6. Fitted traumatic systolic blood pressure trend with m = 50
(left) and m = 100 (right).
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Figure 8. Plot of marginal variational posterior distributions of spatial
regression coefficients β1, β2, . . . , β8.
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Figure 9. Plot of marginal variational posterior distributions of spatial
regression coefficients β9, . . . , β16.
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Figure 10. Plot of marginal variational posterior distributions of spa-
tial regression coefficients β17, . . . , β19.

Table 3. Posterior estimate of β and λ with 95% Bayesian credible
intervals (BCIs) using VBSBPM with m = 100.

Algorithm

VBSBPM

β β̂VBSBPM 95% BCI

β1 0.9087 [0.3869, 1.5154]
β2 0.9086 [0.4035, 1.3212]
β3 0.9057 [0.3829, 1.3901]
β4 0.9105 [0.4279, 1.4459]
β5 0.9177 [0.3159, 1.5153]
β6 0.9191 [0.4071, 1.5469]
β7 0.9187 [0.3859, 1.5067]
β8 0.9181 [0.4558, 1.5038]
β9 0.9184 [0.3376, 1.4563]
β10 0.9194 [0.3746, 1.5119]
β11 0.9196 [0.2523, 1.5487]
β12 0.9194 [0.3953, 1.4361]
β13 0.9197 [0.3010, 1.4792]
β14 0.9198 [0.3723, 1.4734]
β15 0.9193 [0.32901, 1.545]
β16 0.9195 [0.3145, 1.4701]
β17 0.9198 [0.3807, 1.4315]
β18 0.9195 [0.3346, 1.4611]
β19 0.9192 [0.3714, 1.4777]

λ λ̂VBSBPM 95% BCI

16.9351 [16.9320, 16.9386]

Table 4. Posterior estimates of β and λ with 95% Bayesian credible
intervals (BCIs) using MWG with m = 100.

Algorithm

MWG

β β̂MWG 95% BCI

β1 1.0396 [0.5067, 1.5689]
β2 1.0481 [0.5193, 1.5654]
β3 1.0748 [0.5915, 1.5581]
β4 1.0288 [0.4884, 1.5963]
β5 0.9397 [0.3516, 1.5222]
β6 0.9366 [0.3505, 1.5023]
β7 0.9314 [0.3578, 1.5357]
β8 0.9519 [0.3645, 1.5388]
β9 0.9403 [0.3644, 1.5244]
β10 0.9311 [0.3550, 1.5130]
β11 0.9190 [0.3124, 1.5264]
β12 0.9256 [0.3277, 1.5195]
β13 0.9214 [0.3460, 1.5054]
β14 0.9126 [0.3279, 1.5141]
β15 0.9195 [0.3217, 1.4841]
β16 0.9219 [0.3203, 1.5202]
β17 0.9256 [0.3550, 1.4985]
β18 0.9295 [0.3605, 1.4944]
β19 0.9321 [0.3445, 1.5205]

λ λ̂MWG 95% BCI

19.0819 [17.5153, 20.4978]
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Table 5. Posterior estimates of β and λ with 95% Bayesian credible
intervals (BCIs) using AMWG with m = 100..

Algorithm

AMWG 95% BCI

β β̂AMWG

β1 0.9671 [0.4121, 1.5221]
β2 0.9637 [0.4371, 1.5415]
β3 0.9784 [0.4467, 1.5166]
β4 0.9645 [0.3747, 1.5316]
β5 0.9202 [0.3473, 1.5146]
β6 0.9305 [0.3429, 1.5160]
β7 0.9305 [0.3546, 1.5166]
β8 0.9276 [0.3458, 1.5273]
β9 0.9267 [0.3539, 1.5009]
β10 0.9209 [0.3247, 1.5323]
β11 0.9206 [0.3105, 1.5252]
β12 0.9261 [0.3455, 1.5031]
β13 0.9100 [0.3179, 1.4932]
β14 0.9241 [0.3212, 1.5117]
β15 0.9224 [0.3490, 1.5177]
β16 0.9173 [0.3304, 1.5126]
β17 0.9146 [0.3246, 1.5012]
β18 0.9161 [0.3163, 1.5040]
β19 0.9184 [0.3495, 1.5267]

λ λ̂AMWG

17.8511 [15.3885, 21.5437]

9 Conclusion

We have presented a novel Bayesian Gaussian process ap-
proach to traumatic systolic blood pressure modeling. The ap-
proach describes sample-level systolic blood pressure moni-
tored during traumatic events with GP and relates sample-
specific smoothness to robust sample covariates, allowing for
automatic control of extreme values within the non-time depen-
dent sample covariate space. We have developed a fast varia-
tional inference method using a sparse spectral approximation
based on modified Van der Waerden spectral scores. We have
also explored the use of OGK covariates in Bayesian Gaussian
process regression models that yields a substantial reduction
in computational time and also helps produce a better fitting
performance of developed algorithms. Furthermore, we have
explored the use of modified Van der Waerden spectral scores
in GP approximation for handling symmetry of Gaussian spec-
tral densities used in spectral approximation.
Experimentation with both simulated and real clinical trau-
matic datasets shows that the smoothness of systolic blood
pressure from trauma patients is significantly influenced com-
positely by both trauma-specific and patient-specific covari-
ates. Thus, the smoothness statistic is appealing for developing
pragmatic schemes for monitoring traumatic events based on
physiological vital signs via Variational Bayes Gaussian pro-
cess regression.

Funding
This research was partially funded by the Directorate of
Research Innovation and Consultancy (DRIC), the Univer-
sity of Cape Coast, with the Special Research Support grant
RSG/INDI/CANS/2020/131.

Acknowledgements
The authors are very grateful to Assoc. Prof. David John Nott,
Dr. Francis-Eyiah Bediakoh, Dr. Samuel Assabil and Assoc.
Prof. B.K. Nkansah for their comments. The authors also
appreciate the Editor, AE, and reviewers for their constructive
comments that improved on the style and substance of the
paper.

REFERENCES
[1] K.-A. A. Stewart, R. S. Groen, T. B. Kamara, M. M.

Farahzad, M. Samai, L. D. Cassidy, A. L. Kushner, and
S. M. Wren, “Traumatic injuries in developing countries:
report from a nationwide cross-sectional survey of sierra
leone,” JAMA surgery, vol. 148, no. 5, pp. 463–469, 2013.
562

[2] E. G. Krug, G. K. Sharma, and R. Lozano, “The global
burden of injuries.,” American journal of public health,
vol. 90, no. 4, p. 523, 2000. 562

[3] M. A. F. Pimentel, D. A. Clifton, L. Clifton, P. J. Watkin-
son, and L. Tarassenko, “Modelling physiological dete-
rioration in post-operative patient vital-sign data,” Medi-
cal & biological engineering & computing, vol. 51, no. 8,
pp. 869–877, 2013. 563, 570

[4] C. Velardo, S. A. Shah, O. Gibson, H. Rutter, A. Farmer,
and L. Tarassenko, “Automatic generation of personalised
alert thresholds for patients with copd,” in Signal Pro-
cessing Conference (EUSIPCO), 2014 Proceedings of the
22nd European, pp. 1990–1994, IEEE, 2014. 563

[5] E. Parzen, “On estimation of a probability density func-
tion and mode,” The annals of mathematical statistics,
vol. 33, no. 3, pp. 1065–1076, 1962. 563

[6] C. Rasmussen and C. Williams, Gaussian Processes for
Machine Learning. The MIT Press, 2006. 563

[7] S. Khalid, D. A. Clifton, and L. Tarassenko, “A bayesian
patient-based model for detecting deterioration in vital
signs using manual observations,” in International Sym-
posium on Foundations of Health Informatics Engineer-
ing and Systems, pp. 146–158, Springer, 2013. 563, 570

[8] R. Durichen, M. A. Pimentel, L. Clifton, A. Schweikard,
and D. A. Clifton, “Multi-task gaussian process models
for biomedical applications,” in Biomedical and Health



574
Traumatic Systolic Blood Pressure Modeling: A Spectral Gaussian Process Regression Approach with Robust Sample

Covariates

Informatics (BHI), 2014 IEEE-EMBS International Con-
ference on, pp. 492–495, IEEE, 2014. 563

[9] D. K. Mensah, D. J. Nott, L. S. Tan, L. Marshall, et al.,
“Functional models for longitudinal data with covariate
dependent smoothness,” Electronic Journal of Statistics,
vol. 10, no. 1, pp. 527–549, 2016. 563, 564, 565

[10] L. S.-L. Tan and D. Nott, “Variational inference for sparse
spectrum Gaussian process regression.” Statistics and
Computing, to appear, 2016. 563, 564

[11] R. A. Maronna, R. D. Martin, V. J. Yohai, and M. Sal-
ibián-Barrera, Robust statistics: theory and methods (with
R). Wiley, 2018. 564

[12] F. Liu, X. Cheng, and D. Chen, “Insider attacker detec-
tion in wireless sensor networks,” in IEEE INFOCOM
2007-26th IEEE International Conference on Computer
Communications, pp. 1937–1945, IEEE, 2007. 564

[13] Y. Gal and R. Turner, “Improving the gaussian process
sparse spectrum approximation by representing uncer-
tainty in frequency inputs,” 2015. 564

[14] B. Van der Waerden, “Order tests for the two-sample
problem and their power,” in Indagationes Mathematicae
(Proceedings), vol. 55, pp. 453–458, Elsevier, 1952. 564

[15] B. Van der Waerden, “Order tests for the two-sample
problem (third communication),” in Indagationes Math-
ematicae (Proceedings), vol. 56, pp. 311–316, Elsevier,
1953. 564

[16] M. Lázaro-Gredilla, J. Quiñonero-Candela, C. Ras-
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